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Feed roller options
Steel

Optional equipment
Find end function
Solid links
Snow cover
Two-way damper link

Log Max AB - Stationsvägen 12 - 770 13 Grangärde - Sweden / Tel: +46 240 59 11 00 Fax: +46 240 59 11 10 - www.logmax.com

DIMENSIONS METRIC IMPERIAL

Height  (to upper rotator pin) 2 967 mm  116.8’’  

Weight (Harverster / Processor) incl. feed rollers 4 220  kg  9,303 lbs

Sound effect* 110 dB 110 dB

FEEDING

Two hydraulically driven rollers mounted on radial piston motors  2096 cc.  1258 cu.in

Feed force std/opt 50 kN 11,240 lbf

Feed speed std/opt 0-5,0 m/sec 0-16.4 fps

Maximum roller opening 915 mm 36’’

CUTTING / DELIMBING

Bar lenght / Maximum cut capacity  up to 114 cm / cut up to  102 cm  up to 45’’ / cut up to  40’’  

Maximum full coverage delimbing diameter (including bottom knife) 710 mm 28’’ 

Minimum hydraulics requirements for acceptable performance 200 l/min 52.8 gpm

CONTROL SYSTEM Log Mate 402 / CabsWin

The Log Max 12000 is the extreme duty 
head for big tree production, multi stem 
processing of smaller softwoods or 
processing crooked hardwoods. 

This is the most rugged Log Max head 
and is available in harvester or processor 

configurations. Built using the same design 
philosophy as the successful smaller Log Max 
heads, the Log Max 12000 is unsurpassed in 
durability and performance. 

With over 5 t. of delimbing force, this head 
is able to handle the most severe wood with 

ease. Large rear cover with hydraulic assist 
opens for full service access. High production 
¾” pitch bottom saw cuts up to 40” with 
ease. Special Log Max designed knives with 
compound curves and replaceable cutting 
edges produce clean delimbed wood at a 
low operating cost.

Most productive range 1. Min debarking diameter
2. Max recommended tree
3. Max cutting diameter, std
4. Max cutting diameter, opt

*This value is measured according to EN ISO 3744:2009 with an accuracy of ±2 dB (A) under publication EA-4/16:2003. The value is measured when the saw cuts with maximum speed without any load.

33-40 t. 350-430 kNm

RAW POWER,
FOR THE MOST EXTREME APPLICATIONS


